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range(s) or designated condition(s) pro-
posed to satisfy § 64.3(a)(2) and (3) and 
consistent with the schedule in § 64.4(e). 

(c) If the permitting authority ap-
proves the proposed monitoring, the 
permitting authority shall establish 
one or more permit terms or conditions 
that specify the required monitoring in 
accordance with § 70.6(a)(3)(i) of this 
chapter. At a minimum, the permit 
shall specify: 

(1) The approved monitoring ap-
proach that includes all of the fol-
lowing: 

(i) The indicator(s) to be monitored 
(such as temperature, pressure drop, 
emissions, or similar parameter); 

(ii) The means or device to be used to 
measure the indicator(s) (such as tem-
perature measurement device, visual 
observation, or CEMS); and 

(iii) The performance requirements 
established to satisfy § 64.3(b) or (d), as 
applicable. 

(2) The means by which the owner or 
operator will define an exceedance or 
excursion for purposes of responding to 
and reporting exceedances or excur-
sions under §§ 64.7 and 64.8 of this part. 
The permit shall specify the level at 
which an excursion or exceedance will 
be deemed to occur, including the ap-
propriate averaging period associated 
with such exceedance or excursion. For 
defining an excursion from an indicator 
range or designated condition, the per-
mit may either include the specific 
value(s) or condition(s) at which an ex-
cursion shall occur, or the specific pro-
cedures that will be used to establish 
that value or condition. If the latter, 
the permit shall specify appropriate 
notice procedures for the owner or op-
erator to notify the permitting author-
ity upon any establishment or reestab-
lishment of the value. 

(3) The obligation to conduct the 
monitoring and fulfill the other obliga-
tions specified in §§ 64.7 through 64.9 of 
this part. 

(4) If appropriate, a minimum data 
availability requirement for valid data 
collection for each averaging period, 
and, if appropriate, a minimum data 
availability requirement for the aver-
aging periods in a reporting period. 

(d) If the monitoring proposed by the 
owner or operator requires installa-
tion, testing or final verification of 

operational status, the part 70 or 71 
permit shall include an enforceable 
schedule with appropriate milestones 
for completing such installation, test-
ing, or final verification consistent 
with the requirements in § 64.4(e). 

(e) If the permitting authority dis-
approves the proposed monitoring, the 
following applies: 

(1) The draft or final permit shall in-
clude, at a minimum, monitoring that 
satisfies the requirements of 
§ 70.6(a)(3)(i)(B); 

(2) The permitting authority shall in-
clude in the draft or final permit a 
compliance schedule for the source 
owner to submit monitoring that satis-
fies §§ 64.3 and 64.4, but in no case shall 
the owner or operator submit revised 
monitoring more than 180 days from 
the date of issuance of the draft or 
final permit; and 

(3) If the source owner or operator 
does not submit the monitoring in ac-
cordance with the compliance schedule 
as required in paragraph (e)(2) of this 
section or if the permitting authority 
disapproves the monitoring submitted, 
the source owner or operator shall be 
deemed not in compliance with part 64, 
unless the source owner or operator 
successfully challenges the dis-
approval. 

§ 64.7 Operation of approved moni-
toring. 

(a) Commencement of operation. The 
owner or operator shall conduct the 
monitoring required under this part 
upon issuance of a part 70 or 71 permit 
that includes such monitoring, or by 
such later date specified in the permit 
pursuant to § 64.6(d). 

(b) Proper maintenance. At all times, 
the owner or operator shall maintain 
the monitoring, including but not lim-
ited to, maintaining necessary parts 
for routine repairs of the monitoring 
equipment. 

(c) Continued operation. Except for, as 
applicable, monitoring malfunctions, 
associated repairs, and required quality 
assurance or control activities (includ-
ing, as applicable, calibration checks 
and required zero and span adjust-
ments), the owner or operator shall 
conduct all monitoring in continuous 
operation (or shall collect data at all 
required intervals) at all times that 
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the pollutant-specific emissions unit is 
operating. Data recorded during moni-
toring malfunctions, associated re-
pairs, and required quality assurance 
or control activities shall not be used 
for purposes of this part, including 
data averages and calculations, or ful-
filling a minimum data availability re-
quirement, if applicable. The owner or 
operator shall use all the data col-
lected during all other periods in as-
sessing the operation of the control de-
vice and associated control system. A 
monitoring malfunction is any sudden, 
infrequent, not reasonably preventable 
failure of the monitoring to provide 
valid data. Monitoring failures that are 
caused in part by poor maintenance or 
careless operation are not malfunc-
tions. 

(d) Response to excursions or 
exceedances. (1) Upon detecting an ex-
cursion or exceedance, the owner or op-
erator shall restore operation of the 
pollutant-specific emissions unit (in-
cluding the control device and associ-
ated capture system) to its normal or 
usual manner of operation as expedi-
tiously as practicable in accordance 
with good air pollution control prac-
tices for minimizing emissions. The re-
sponse shall include minimizing the pe-
riod of any startup, shutdown or mal-
function and taking any necessary cor-
rective actions to restore normal oper-
ation and prevent the likely recurrence 
of the cause of an excursion or exceed-
ance (other than those caused by ex-
cused startup or shutdown conditions). 
Such actions may include initial in-
spection and evaluation, recording that 
operations returned to normal without 
operator action (such as through re-
sponse by a computerized distribution 
control system), or any necessary fol-
low-up actions to return operation to 
within the indicator range, designated 
condition, or below the applicable 
emission limitation or standard, as ap-
plicable. 

(2) Determination of whether the 
owner or operator has used acceptable 
procedures in response to an excursion 
or exceedance will be based on informa-
tion available, which may include but 
is not limited to, monitoring results, 
review of operation and maintenance 
procedures and records, and inspection 

of the control device, associated cap-
ture system, and the process. 

(e) Documentation of need for improved 
monitoring. After approval of moni-
toring under this part, if the owner or 
operator identifies a failure to achieve 
compliance with an emission limita-
tion or standard for which the ap-
proved monitoring did not provide an 
indication of an excursion or exceed-
ance while providing valid data, or the 
results of compliance or performance 
testing document a need to modify the 
existing indicator ranges or designated 
conditions, the owner or operator shall 
promptly notify the permitting author-
ity and, if necessary, submit a proposed 
modification to the part 70 or 71 permit 
to address the necessary monitoring 
changes. Such a modification may in-
clude, but is not limited to, reestab-
lishing indicator ranges or designated 
conditions, modifying the frequency of 
conducting monitoring and collecting 
data, or the monitoring of additional 
parameters. 

§ 64.8 Quality improvement plan (QIP) 
requirements. 

(a) Based on the results of a deter-
mination made under § 64.7(d)(2), the 
Administrator or the permitting au-
thority may require the owner or oper-
ator to develop and implement a QIP. 
Consistent with § 64.6(c)(3), the part 70 
or 71 permit may specify an appro-
priate threshold, such as an accumula-
tion of exceedances or excursions ex-
ceeding 5 percent duration of a pollut-
ant-specific emissions unit’s operating 
time for a reporting period, for requir-
ing the implementation of a QIP. The 
threshold may be set at a higher or 
lower percent or may rely on other cri-
teria for purposes of indicating wheth-
er a pollutant-specific emissions unit is 
being maintained and operated in a 
manner consistent with good air pollu-
tion control practices. 

(b) Elements of a QIP: 
(1) The owner or operator shall main-

tain a written QIP, if required, and 
have it available for inspection. 

(2) The plan initially shall include 
procedures for evaluating the control 
performance problems and, based on 
the results of the evaluation proce-
dures, the owner or operator shall mod-
ify the plan to include procedures for 
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